
Semi-elliptical dump body

[ ConstruCtion ]

K&H Manufacturing produces a variety of high quality 
dump bodies in a range of sizes, strengths and designs to 
meet your needs. We also manufacture a line of other high 
quality truck body styles to meet your work requirements.
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Semi-elliptical dump body

Body typE: Semi-Elliptical, Cross-Memberless, Tub Style Box

std. lENGtHs: 14’-19’ Lengths Available (in 6” Increments) 

std. sidE HEiGHts: 30”-60” Heights Available (in 6” Increments) 

std. widtH: 96” OD, 87” ID

capacitiEs: Up to 22+ Cubic Yards

std. coNstructioN: 1/4” AR-400 Floor, Sides, and Front Wall   

Body fraME:  8” Steel Channel with Horizontal Braces

top rails: Tubular Steel Mounted on Diamond for Dirt Shedding

Hoist: Inboard-Doghouse Mount or Outboard Bail Mount, 4-Stage Telescopic Hoist Cylinders

pto aNd puMp: Direct Mount PTO and Hydraulic Pump, Air Controlled PTO with Air or Cable Operated Hoist Pump 

tailGatE:  1/4” AR-400 Facing with Formed 10 GA Steel Box Reinforcing, Standard Swing or Air Operated High Lift Activation 

latcHEs: Cab Controlled Air Operated, Positive Latching, TSE Air Cans (1100 PSI Of Latch Force) with Greaseable Pins on All Gate Hardware

fENdErs: 10 Ga Steel Over Drive Axles Standard

Body HiNGE:  Heavy Duty P-200 Greaseable Rear Hinge Assembly

caB Guard: Standard 1/4 Cab Guard Welded to Front Wall

sprEadEr aproN: 1/4” AR-400, 10” Long Full Width of Body with Spreader Chains Hidden Under Apron

liGHts: Truck Lite LED Lights

safEty prop: Mounted Drivers Side and is Self Aligning

optioNal BEd EquipMENt

Body: Optional 3/16” AR-400/450/500 Material Available 

suB-fraME: 3” x 4” Steel Mounting Sub-Frame when Applicable

fENdEr optioNs: Full Body Length Weld-on Fenders, Bolt-on Aluminum Fenders, Bolt-on Stainless Steel Fenders

sidE Boards: Wood, Formed Steel, Formed Aluminum, Formed Stainless

tarps: Manual Pull Tarp Systems, Electric Tarp Systems with Steel or Aluminum Arms

HitcHEs: Steel Weld-on Hitch Plates with Pintle Hitches, Air and Electric Run to the Rear Available for Trucks with Trailer Air Packages  
Previously Installed, Electric Brake Controllers Available

aspHalt cHutEs:  Up to (3) Chutes Available in Tailgate

fold up Mudflaps: Cab Controlled Air Operated Fold-up Mudflaps with or without Tailights

custoM paiNt: Many Colors Available
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